IPTV Equipment




eSTREAM PYXIS 4K
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IPTV — HDMI HOOKUP

To Home
Network/Router

[ eSTREAM PYXIS 4K ]

(Not needed if
hooked up to WiFi)

AC Outlet

~N

(Soundbar) or TV

COMPOEITE VIDED

ith this configuration, the TV needs to be
on its HDMI INPUT CHANNEL to receive the
IPTV equipment’s audio and video signals.




IPTV — Composite / Phono (R+L) HOOKUP

[ eSTREAM PYXIS 4K ]
To Home

Network/Router /\

(Notneeded if ||| I T AC Outlet

hooked up to WiFi)

Hooked up with “Breakout”
" cables - NOT RECOMMENDED

PLEASE NOTE:
This IS NOT a HIGH
DEFINITION hookup.

WADED [N AUDID N

With this configuration, the TV needs to be on
its VIDEO INPUT CHANNEL to receive the IPTV
equipment’s Component signals.




eSTREAM FORCE1 4K




IPTV — HDMI HOOKUP

eSTREAM FORCE1 4K ]

To Home
Network/Router

(Not needed if
hooked up to WiFi)

AC Outlet

(Soundbar) or TV

With this configuration, the
TV needs to be on its HDMI
INPUT CHANNEL to receive the
IPTV equipment’s audio and
video signals.




IPTV — Composite / Phono (R+L) HOOKUP

A
eSTREAM FORCE1 4K

To Home
Network/Router

(Not needed if
hooked up to WiFi)

\\\\

Hooked up with
“Breakout”
cables — NOT
RECOMMENDED

AC Outlet \

PLEASE NOTE:
WOEOTH A0 IH This IS NOT a

HIGH DEFINITION
® @)
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With this configuration, the TV needs to be on R L
its VIDEO INPUT CHANNEL to receive the IPTV 33'”(:5”
R L

equipment’s Component signals.
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